
PATIO LIGHT PROVIDED BY 

CHIPOTLE LIGHTING VENDOR, 

INSTALLED BY CHIPOTLE GC, TYP. 

OF (2), SEE 5/SP101 AND A202 

FOR MORE DETAILS

NO HOLES 

REQUIRED IN END 

POSTS, TYP

PATIO RAILING BY 

TENANT RAILING 

SUPPLIER - REFER TO 

DETAIL THIS SHEET

NOTE:  DO NOT FEATHER THE 

CEMENTITIOUS GROUT AT ANY 

OF THE CORE DRILLS OR LIGHT 

FOUNDATIONS.  FILL IN TO BE A  

CLEAN AND LEVEL FINISH
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PATIO LIGHT PROVIDED BY 

CHIPOTLE LIGHTING 

VENDOR, INSTALLED BY 

CHIPOTLE GC, TYP. OF (2), 

SEE 5/SP101 AND A202 

FOR MORE DETAILS

NO HOLES 

REQUIRED IN END 

POSTS, TYP
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HORIZONTAL RAIL

7/16"Ø HOLE IN POST

1/2" THICK 

SPACERPLATE X 1 1/2"Ø 

W/ 1/2"Ø HOLE 

3/8 X 2 1/2 POSTS, TYP.

L-2 1/2 X 2 1/2 X 

3/8" X 2'-11" LONG
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3/8 X 2 1/2 RAILS, TYP.

EASE EDGES OF 

TOP RAIL, TYP.

3/8 X 2 1/2 POSTS, TYP.

PUNCH 7/16"Ø HOLD, TYP.

3/8"Ø THREADED STUD W/ 

STAIN. STL. ACORN HEAD NUT 

AT EACH END W/ S.S. FLAT 

WASHER ON ONE SIDE AND 

LOCK-WASHER ON OTHER.

REFER TO SPECIFICATIONS 

FOR PATIO RAILING COLOR

CORE DRILL 5" DIA. HOLE 

IN CONCRETE TO RECEIVE 

RAILING STANCHION.  SET 

RAILING STANCHION IN 

CEMENTITIOUS GROUT

1/2"

22" DIAMETER WITH 

(4) #6 VERTICAL AND 

#3 TIES @12" O.C. 

PROVIDE (3) #3 TIES 

IN TOP 5"
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1' - 10"

ANCHOR BOLTS PART OF 

LIGHT POLE SHIPMENT

1' - 10"

ELECTRICAL 

COUNDUIT, REFER TO 

ELECTRICAL DRAWINGS

100' - 0"

PATIO SLAB

POLE LIGHT FOUNDATION TO 

BE FLUSH WITH PATIO SLAB
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FINISH TOP W/ 

ROUNDED CONC. FORM.

8" DIA. SCHED. 40 

STEEL POST FILLED W/ 

CONC. PAINTED TO 

MATCH STOREFRONT

TO PREVENT CRACKING 

IN SLAB WRAP PIPE 

W/3-LAYERS OF 30# 

FELT PAPER FROM 2" 

ABOVE T.O. SLAB DOWN 

TO T.O. FTG..  CUT OFF 

EXCESS FELT ABOVE 

SLAB AFTER CURE

FINISHED CONC. 

TO SLOPE AWAY 

FROM BOLLARD.

EXISTING 

CONCRETE SLAB

18" Ø CONCRETE FTG.
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2019-0552

ARCHITECTURAL SITE

DETAILS

SP101

3
6

7
3

K. MOAN

1/4" = 1'-0"SP101

DIMENSIONED PATIO PLAN1

3" = 1'-0"SP101

RAILING PLAN DETAIL3

1" = 1'-0"SP101

RAILING MOUNTING DETAIL2

1" = 1'-0"SP101

EXTERIOR POLE LIGHT FOUNDATION DETAIL4

1/2" = 1'-0"SP101

TYP. BOLLARD DETAIL5
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